
  

  

  Technical Data Sheet YAKFLOW VCP HIGH PERFORMANCE SLUMP RETENTİON / NEW GENERATION SUPER PLASTICIZER ADMIXTURE  Product Definiton YAKFLOW VCP, high-water reducer / superplasticizing concrete admixture material used to increase the workability and consistency protection properties of concrete by lowering the water / cement ratio to a high extent. Teknik Özellikler  Apperance @ 25°C Greenish Brown Solid Content 33 ± 3 Specific Gravity @20 °C 1,16 ± 0,02 Cloride Content  < 0,1000  pH (% 10 sol.) 4 - 7 Viscocity (cP oC) 40 - 100   Sağladığı Faydalar 
 Increase the early-final pressure and tensile strength and impermeability of the concrete produced. 
 Allows for the production of concrete with low water / cement ratio due to high water cutting effect. However, it makes it possible to produce concrete resistant to corrosive effects. 
 Low water / cement ratio, with low risk of decomposition and vomiting, is obtained. 
 Minimize mold release time. 
 Increases wear resistance of concrete by decreasing weathering and perspiration. 
 The application time of resin based flooring systems to new concrete is shortened. 
 As the mold is easy to install, it saves vibration work and energy. 
 Easily installs in frequently reinforced sections and ensures a smooth concrete surface without voids. 
 Works in accordance with all cement types. 
 YAKFLOW VCP do not include cloride. Usage Places 
 In the production of prestressed concrete with a low water / cement ratio 
 In wet shotcrete production 
 Where to get early mold 
 In the production of concrete that can be easily placed in reinforced reinforced concrete elements 
 In the production of all kinds of concrete with or without reinforcement, light or normal weight 

 



    Technical Data Sheet Usage Dosage and Application Method YAKFLOW VCP 0.5-2% of the total amount of binder is used. Aggregate and binder (cement-micro silica-fly ash-slag) should be mixed until a homogeneous mixture is obtained. After 70% of the mixture water has been added to the dry mix, the mixture should be mixed with YAKFLOW VCP remaining water and mixed thoroughly.  Packing 
 250 kg drum 
 1000 kg container 
 Bulk  Storage and Shelf Life Must be stored at temperatures between 0°C and +35°C. Under proper storing conditions, the product’s shelf life is 12 months from production date if kept in original packaging unopened and undamaged. Packaged products must be shaken before use.  Warning Concrete mix design and admixture dosage should be determined by laboratory tests according to the concrete class and properties.   Safety Measures Use protective clothes, gloves, glasses and mask compatible with Health and Safety regulations during the application. It should not contact skin and eyes. In case it contacts to skin and eyes, rinse it with water and if swallowed ask for medical help. Food and beverage should not be allowed in the application area. It should be stored at the reach out of the children. The Material Safety Data Sheet (MSDS) should be read for detailed information.  


